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INTRODUCTION

Sefore cperating (ne mower read this handbocek carefully, ensunng that you
know all the conwrsis and how {o step the engine guickly it an emergency.

Yaour ALLZTT mcter mower has been designed and built to the highest possible
standards anad wiil give long and satisfactary sarvice praviding the follawing
instructions are camed out. If they are ignored castly repairs could result which
are not covered by the Guarantee. :

The Guarantee is o protect the owner against faulty material and workmanship
during manufacture and not from the effects of wear and damage caused arter
purchase, Such damage can be unnecessarily accelerated by incorrect or
inacequate mainterance. |t is in the interest of the owner of the ALLETT moter
mowaer ta see that the instructions contained in this manuat are carred out carafully.

The following items come under normal care and maintenance and are not
ccovered by Guarantee:

Cleaning and adjusting the carbursttor

Cleaning the fuel system

Cleaning spark piugs

Adjusting cutters

Adjusting beits and chains

Breakdowns due to:
Incorrect maintenance
Incorrect adjustments
Neglect and misuse
Accidental damage

The terms left-hana and right-hand refer to the machine when viewed from the
operating positicn,

Please ensure your new machine warranty registration card has been correctly
compieted and signed.

Having retained your section, retum the registration card to:

Allett Mowers Limited, Baden Pawell Road, Kirkton Industrial Estate, Arbroath,
Angus DD11 3LS. A

Always use the Mcdel and Serial numbers recarded when ardering spara parts.

SerabNg: s




PREPARING FOR USE

0] |

Witn the machine {evel fiii the engine sump with SAEZ3C ail. Check the cil level with
the cipstick provided, Ensure that ng cii is spilt onto the rear roller as this will
damage the rubber cavering. Agply few a drops of tight oil to the throttie cable and
ail cther contrels. Further information cn the engina is provided in the manufaciure's
handboaok.

FUEL -

Fill the tank with UNLZADED petrol. The angine (s a four stroke unit and
NC CIL SHOULD BE PUT IN THE FUEL TANKL

A\ WARNING  IMPORTANT - PETRCL IS HIGHLY FLAMMABLE,

Add fuel before starting the engine. Aveid spilling petroi, this can damage (he rubber
covering in the rear reller. Do nat fill the getrol tank whiist the engine is running ar
whilst you are smoking. If petroi is spilled do nct attempt ta start the engine. Mcve
the machine away from the area of spillage and aveid creating any source of ignition
until getrol vapours have dissipated. Store fuel in a2 cool.place in a container
specificaily designed for the purpose.

CUTTING UNIT :

The cutting cylinder must always be adjusted ta make light cantact with the tottom
blade. Tac heavy a contact will cause premature wear and sxcassive lcad on the
engine and transmissicn. check adjustments befcre the machine is started.

If necessary readjust the cutting cylinder fellowing the instructions given on

page 8. :

/N WARNING  Cutters are sharpl Mind your fingers.
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